BEARING AREA ©

{HORIZON TAL)

F THRUST BLOCKS IN SQ. FT.

FITTING TEE WNE STRADDLE 90" BEND 45" 22 1/2' 1" 1/4-'
SIZE AND BLACK PLUBGED CRCSS; BEND BEND BEND
HYORANT TEE PLUCCED ON RUN
4 13 16 18 10
B 28 37 40 22 14
B 2a 6.5 71 3.B 2.4 1.0
10 78 102 11 60 31 15
12 1.3 14,7 180 8.7 4.4 2.2
16 20.1 281 28,4 154 7.8 3.9
20 3. 4D3 444 240 1223 62
24 45,2 58.8 64,0 346 17.7 8.9
VALUES BASED
PRESSURE AND
CAPACITY.
TEE CROSS
CROSS
TEE
MEGALUG RETAINING
GLAND WITH
POLYETHYLENE WRAPR
$\W —
1 - :
STRADDLE BLOCK
WYE

oIe!m:

FIRE HYDRANT

VOLUME OF THRUST BLOCK
IN CU. YDS. (VERTICAL)

FITTING BEND ANGLE
SIZE 43" 225" |11.23°
4 11 04 |02
B 27 14 D4
B 40 |[1s D8
1a &.D 23 0.8
12 85 |32 |13
14 1ns [43 |18
16 148 |58 23

ON 200 PS WATER
2000 PSF SOIL BEARING

\

BEND

VERTICAL BEND

FAITING ROD EMBEDMENT
S1ZE [AZE
12" AND LESS #& 3a"
14'-16" 48 %"
NOTES:

1) CONCRETE BLOCKING TQ BE
POURED AGAINST UNDISTURBED
EARTH.

2) ALL CONCRETE TQ BE CLASS

240

3% INSTALL ISOLATION MATERIAL
BETWEEN FIPE AND/CR FIT—
TINGS BEFORE POURING
BLOCKING.

4y CONCRETE SHALL BE KEPT
CLEAR OF ALL JOINTS AND
ACCESSORIES.

5) SEE TYPICAL HYDRANT SET—
TING DETAILS FOR BLOCKING
LOCATIONS.
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